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Lecce 3N1 
Robinet d'eau bouillante
Forme J

Lecce 3N1 Robinet d'eau bouillante
Forme J

Caractéristiques :

• Conçu et fabriqué en Italie

• Poignée d'eau bouillante sécurisée

• Design élegant

• Gain de temps à l'utilisation

• Facile à installer

• Finition Chrome

• Comprend un système de filtration

• Garantie du robinet : 2 ans
Garantie du réservoir : 2 ans

PRODUCT
SPEC SHEET

Lecce - 3N1
Steaming Hot
Water Tap

At the pull of a lever, the Lecce- 3N1 steaming hot water tap can produce steaming hot
filtered water, regular hot and regular cold water and replaces your main tap. Ideal for
making hot drinks, cleaning, preparing pasta and more.

Lecce - 3N1 Steaming Hot Water Tap

Features

• The tank has a thermostat, enabling
users to set the desired temperature of
the water between 71°C and 98°C

• Designed and manufactured
in Italy

• Safe, multi-step hot water handle

• Elegant one-piece design

• Efficient use of space and time

• Easy to install

• Available in chrome

• Includes filtration system

• 2 year tap guarantee and 2 year tank
guarantee

Le robinet 3N1 peut distribuer de l'eau bouillante filtrée, de l'eau chaude ou froide ordinaire.
Il remplace votre robinet principal et est ideal pour vos boissons chaudes, pour la cuisson de vos pates ou même 
pour laver vos plats.

• Le neotank dispose d'un thermostat
permettant de régler la température
désirée de l'eau entre 71°C et 91°C



Specifications

Dimensions (mm)

Solide et de haute qualité 

Capacité réservoir : 2,5L

Hauteur du robinet : 35,8cm

Diamètre du trou requis : 35-38mm 

Pression d'alimentation requise 
(à froid) : 1.7-8.6 bar (172-862 
kPa) (25-125 psi)

Pression d'alimentation requise 
(à chaud) : 0.5 bar (50xPa) (7 psi) 

Réservoir de 1300 watts 
avec prise EU 

Fiche technique

Lecce 3N1
Pack Robinet d'eau 
bouillante + réservoir 
et filtre 
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Specifications

Dimensions (mm)

Solid, high-quality low
lead brass

Complete installation kit
for solid surface mount

Capacity: 2.5 litre
stainless steel tank

Tap height: 358mm

Required hole diameter:
35-38mm

Required supply
pressure (cold): 172-862
kPa (1.7-8.6 bar) (25-125
psi)

Required supply
pressure (hot): 50xPa
(0.5 bar) (7 psi)

1300 watts tank with EU
Shuko plug
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Lecce - 3N1
Steaming Hot
Water Tap

Dimensions in mm

310mm

Profondeur : 206mm

Kit complet pour installation 
sur surface solide

Réservoir en acier inoxydable

157mm




